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PHASING NOTES:

1. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
2. PHASES ASSOCIATED BY A DASHED LINE MAY/WILL OPERATE CONCURRENTLY.
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GENERAL NOTES

ngugoggluns AND LOOP DETECTORS SHOWN ARE TO BE INSTALLED PRIOR TO THE RESURFACING

CONSTRUCTION DETAILS 2. THE CONTRACTOR SHALL VERIFY THE LOCATION OF NEW GEOMETRICS PRIOR TO INSTALLATION OF
, NEW SIGNAL EQUIPMENT.
INSTALL 27 FT. STEEL POLE (CUT TO 21 FT7.) WITH TWIN 70 FT./50 FT. MAST ARMS. VEHICULAR T 3.  WITHIN 18 INCHES OF UNDERGROUND UTILITY LOCATIONS, THE CONTRACTCOR SHALL BE REQUIRED TO
SIGNAL HEADS, SIGNS, VIDEO DETECTOR CAMERA, OPTICOM DETECTOR, AND 4 — 2 IN. . & EXCAVATE FOR FOUNDATIONS AND CONDUITS BY HAND.
TO LAPLATA DIA X 72 IN. ANCHOR BOLTS. (NOTE: 1-4 IN. PVC 90 DEGREE BEND) e +
45k 4 4. ALL PROPOSED SIGNAL EQUIPMENT SHALL BE INSTALLED TO FINAL GRADE.
M . . ; b
. o INSTALL 3 IN. SGHEOULE 50 RIGID PVG ELECTRICAL CONDUIT (BOREDY = T S R SONTHCION UL KEUOLE A DSOSE 0 DISTHG, STEE POLES, MAST ks, S
C. INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (BORED) r TO REMAIN SHALL NOT BE REMOVED. THE CONTRACTOR SHALL DISPOSE OF ALL ABANDONED CABLE.
D. INSTALL 4 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED) 6 47 6. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE APPROXIMATE AND —
& MAY NOT BE COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY o
E. INSTALL 4 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (SLOTTED PRIDR TO ROADWAY RESURFACING) T PRIOR TO CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. IF THE
7 T CONA G Gl T CONTRACTOR SALL ROTEY- THE PROJECT ENGINEER MMEDIATELY S0 s
F. USE EXISTING POLE MOUNTED CONTROLLER AND INSTALL VIDEO DETECTOR CAMERA s < “10, ATNAL YL Qe Tis, GINTRACTOR S
G. USE EXISTING HANDHOLE \ \8 T2 7. THE_CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE, EXCLUDING INTERCONNECT, =
M. USE EXISTING CONDUIT ) o TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE. THE CONTRACTOR SHALL |
. 5 , NOTIFY THE SHA SIGNAL SHOP 72 HOURS PRIOR TO CONSTRUCTION TO COORDINATE THE DISCONNECTION Y
| | /‘r—g?l— PROP. POLE AND RECONNECTION OF INTERCONNECT CABLES. THE CONTRACTOR SHALL INSTALL THE NECESSARY CABLING | | © |-
J. INSTALL HANDHOLE | EXISTING POLE : (AS INDICATED ON THE WIRING DIAGRAM) BETWEEN BOTH THE EXISTING HIB CONTROLLER AND CONTROLLER = TO BOWIE
. LT , AT S. OSBORNE ROAD AS WELL AS THE CONTROLLER AT S. OSBORNE ROAD AND CONTROLLER AT MD 382 Sl -
K. INSTALL 1 IN. LIQUID-TIGHT FLEXIBLE NON-METALLIC ELECTRICAL CONDUIT (FOR DETECTOR SLEEVE) sttt PRIOR TO DISCONNECTING ANY EXISTING CABLE. ' \l o L
| 8. THE SPLICE KITS NEEDED TO CONNECT THE EXISTING LOOP WIRES TO THE PROPOSED 2-CONDUCTOR B
L. INSTALL & FT. X 6 FT. LOOP DETECTOR ENCASED IN ‘4 IN. FLEXIBLE TUBING (4 TURNS) ALLMINUM  SHIELDED ELECTRICAL CABLES ARE INCIDENTAL TO THE INSTALLATION OF THE
2-CONDUCTOR ALUMINUM SHIELDED ELECTRICAL CABLE PER MD SPECIFICATION 8i0.03.06. | , , - SS-1

M. INSTALL MICROLOOP PROBE SET

N. REMOVE AND DISPOSE OF EXISTING SIGNAL HEAD: INSTALL NEW SIGNAL HEAD REVISIONS | APPROVALS / 6 MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
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| | { | | TEAM LEADEM\ TRAFFIC ENGINEERING DFSIGN DIVISION
P. INSTALL GROUND-MOUNTED SIGN 1.600 FT SOUTH OF INTERSECTION ON TWO 4 INCH X 6 INCH WOOD SIGN 1" F T - - | -
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